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UNSOUND Conc LIMIT

UNSOUND Conc LIMIT

0.6:1 OR FLATTER

ROUGH SURFACE

0.6:1 OR FLATTER

ROUGH SURFACE

ROUGH SURFACE

0.6:1 OR FLATTER

ROUGH SURFACE

ROUGH SURFACE

Exist DOWEL OR TIE BAR
Exist Conc PAVEMENT

BASE

SAW CUT
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EDGE OF Conc PAVEMENT
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 SPALL REPAIR BOUNDARY

1’-3" Min

1
’
-
3
"
 

M
i
n

SPALL REPAIR AREA

10" Min

SPALL REPAIR AREA

10" Min

M
i
n

1
0
"

..

Typ 90^ – 10^

Typ 90^ – 10^

Typ 90^ – 10^

Conc

UNSOUND

Var

Min

2"

Min

2"

Exist SPALLED SURFACE

MISCELLANEOUS SPALL REPAIR
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SEE NOTE 4

SAW CUT

Exist SPALLED SURFACE

SEE NOTE 4

SAW CUT

SEE NOTE 4

SAW CUT

SEE NOTE 3
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FAST-SETTING

OR CRACK

Exist TS Jt

JOINT, CRACK, OR EDGE OF CONCRETE PAVEMENT REPAIR SPALL REPAIR 

SPALL REPAIR 

1.

 

2.

 

3.

 

 

4.

MATERIAL

Conc SAW CUT DEPTH

FORM BOARD

10" Min

FORM BOARD

 

3" Min

FORM BOARD

 

3" Min

Determine the saw cut depth using the following table:

unsound concrete determined by the Engineer.

Cut at least 2" beyond the rectangular limits of

 

extend the repair to the joint.

If the spall repair area is less than 6" from a joint,

 

Combine spall repair areas closer than 2’ apart.

 

See Project Plans for spall repair locations.
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